¥ CLASSIC 33

PRODUCT DESCRIPTION

Max. power output 0.5 kW
Power output S6 40% 0.4 kW
Power output ST 100% 0.3 kW

Motor type Synchron
Rotation speed to 60.000 rpm
Square housing & 33 / 47 x A7 mm
Spindlehousing high-strength aluminium
Spindle interface automatic collet direct
clamping
FEATURES
=) Air nozzles
MMS “light” retrofit
Hybrid-ceramic-bearings

Labyrinth air cooling
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Air seal

Pneumatic tool clamping
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Et

Motor temperature control
Bearing temperature control
Pneumatic collet cleaning
Long shaft version

Electrostatic neutral shaft

L&

Available equipment:

Frequency converter, Motorcable, Pick-up Station,

Collet chucks

Permanent grease lubricated bearings
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TECHNICAL SPECIFICATIONS

Motor data

Motor variant

Motor type

Number of pol’s

Speed range (rpm) max.

Power output
S1/S6 40% (kW)

Torque S1/S6 40% (Nm)
Frequency range (Hz) max.
Max. voltage (Volt)
Nominal current

S1/S6 40% (Amp.)
Maximum current (Amp.)

Bearing data

Bearings

Number of bearings
Lubrication

Temperature protfection
Recommended air seal (bar)

Air seal requirements
(I/min)
Shaft data

Run-out accuracy

— with collet (pm)

— Spindle taper (pm)
Balance quality

Vibration (mm/s)

Static axial stiffness (N/pm)
Static radial stiffness
(N/pm)
Tooling

Spindle interface

Clamping forque
& 3mm (Nm)

Tool clamping / release
pressure (bar)

Max. Tool diameter (mm)

Power diagramm
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Power output ST 100%

Il Power output S6 40%

VA20

ATC controll

Number of sensors
Type of sensors
Controlled positions
— tool clamped

— tool unclamped

— clamped no tool

Speed control

Inductive sensor

Spindle cooling

Recommended coolant Labyrinth air

cooling
Cooling requirements (kW) | 0.05
Coolant temperature (° C) -
Max. coolant (bar) -
Connections
Power connection 8 - pol
ATC controll -
Encoder / Speed sensor -
Coolant -
Air seal 1 x @ 6mm
(M5)
ATC 1 x & 6mm
(1/87)
Collet cleaning 1 x & 6mm
(1/87)
Air nozzle 1 x @ 6mm
(1/8")
Spindle dimension (mm) & 33/
47 x A7mm
Spindle arrefation 4 x M5
Weight (kg) ca. 1.0

Torque diagramm
0,08

0,06
Nm 0,04
0,02
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0 15.000 30.000 45.000 60.000
rpm

Torque S1 100% Il Torque S6 40%
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Spindelanschlisse
Spindle connections

1 Leistungsstecker 8-pol
Power connection 8-pin

2 Stecker Werkzeugiberwachung
ATC control plug

Nicht vorhanden / not available

3 Luftdisenanschluss
Air nozzle connection

4 Spannzangenreinigungsanschluss
Collet cleaning connection

5 Kihlmittelanschluss Vorlauf

Coolant connection forward flow
Nicht vorhanden / not available

6 Kuhlmittelanschluss Ricklauf

Coolant connection return flow
Nicht vorhanden / not available

7 Sperrluftanschluss
Air purge connection

8 Werkzeugwechselanschluss
Tool change connection
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